NL2-600

2V600Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 15 years
Nominal Capacity @ 25°C /77°F

20 hour rate 32.32At0 1.75Vp ..ccoevviiiiiiie 646 Ah

10 hour rate 61.61At0 1.75Vp ...coovvvviiiiiiins 616Ah
Internal Resistance

(Fully charged battery @ 25°C /77°F )................ 0.7mQ
Max. Discharge Current @ 25°C /77 .........ccceueee. 2000 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE  iviiiiiiiciceieccce e 2.45~249V

MaX. CUITEN ... 120 A

Standby USE .....c.oovviiiiiiiiiiiicece 2.25~2.30V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)
Vicell ' 10min 15min  20min  25min  30min  35min
160 | 11709 8939 8033 7127 6284 579.7
165 | 11127 8494 7642 6791 6001 5540
170 10545 8050 7252 6454 5718 528.1
175 | 9950 7595 6848 6100 5415 500.3
180 | 9354 7141 6444 5747 5112 4725

Constant Power Discharge (Watts/cell @ 25°C /77°F)
Vicell | 10min  15min  20min  25min  30min  35min
1.60 | 1884.1 14382 1336.9 12356 11291 1064.7
1.65 | 18179 1387.7 12844 11810 10726 1012.5
1.70 | 1679.0 12817 11942 11066 10140 958.5
1.75 | 15758 12029 11221 10413 9554 904.3
1.80 | 14713 11231 10491 9750 8958 8489

40min
537.3
514.1
490.5
465.3
440.0

40min
995.2
9474
897.9
848.1
796.9
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Dimension & Weight

Length
302 mm
11.9 inch

Total Height with removable cover: 364 mm

Dimension (+ 2mm)

Width
175 mm
6.9 inch

Typical Applications
O Telecommunications

45min
4949
474.2
453.0
430.3
4075

45min
925.7
882.2
837.3
791.8
744.9
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O UPS &
O Power

50min
460.9
442.7
423.8
403.6
3834

50min
858.8
819.8
7794
7383
695.6

EPS
Utility

55min
4311
4154
398.9
381.2
363.6

55min
804.7
770.0
7342
697.5
658.9

1hr
408.1
395.0
380.9
365.7
350.6

1hr
7571
726.8
695.5
663.2
628.8

Height
330 mm
13.0 inch

2hr
234.24
226.61
218.39
209.58
200.77

2hr
449.42
431.80
413.60
394.81
374.84

3hr
176.20
171.15
166.10
159.03
151.96

3hr
345.28
336.19
327.10
317.00
295.79

Terminal Type: T15

Weight

Total Height (*2%)
364 mm 36.5 kg
14.3 inch 80.5 Ibs

O Data Center
O Solar Energy System

4hr Shr 10hr  20hr
14797 12113 6464 33.84
14443 11911 63.63 33.33
140.90 117.09 6262 32.83
135.85 114.06 6161 3232
130.80 111.03 60.60 31.82

4hr Shr 10hr  20hr
29442 23825 129.28 67.67
288.36 23522 127.26 66.66
281.79 231.18 12524 65.65
27472 22714 12322 64.64
26260 22411 12120 63.63
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= Discharge Characteristic (25°C)
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