NL2-800

2V800Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 15 years
Nominal Capacity @ 25°C /77°F

20 hour rate 43.05At0 1.75Vp ...ceovviiiiiiin 861 Ah

10 hour rate 82.05At0 1.75Vp ...cccvvvviiiiiiienns 820 Ah
Internal Resistance

(Fully charged battery @ 25°C /77°F )................ 0.7mQ
Max. Discharge Current @ 25°C /77 .........ccceueee. 2000 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE  iviiiiiiiciceieccce e 2.45~249V

MaX. CUITEN ... 160 A

Standby USE .....c.oovviiiiiiiiiiiicece 2.25~2.30V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)
Vicell | 10min  15min  20min ~ 25min  30min  35min
1.60 | 1559.7 1190.6 1070.0 949.3 8349 7722
1.65 | 14821 11314 10179 9045 7972 7379
1.70 | 14046 10722 9659 859.6 759.6 7034
1.75 113253 1011.7 9121 8126 7192 6664
180 | 12460 9511 8583 7655 6788 6294

Constant Power Discharge (Watts/cell @ 25°C /77°F)
Vicell | 10min  15min  20min  25min  30min  35min
1.60 | 25096 1915.7 1780.7 1645.7 1505.7 1418.2
1.65 | 24214 18484 17108 1573.1 1430.3 1348.6
1.70 | 22364 17072 1590.6 14740 1352.3 1276.7
1.75 120989 16022 14946 1387.0 12743 1204.5
1.80 | 1959.7 1496.0 1397.3 12986 11949 1130.7

40min
715.7
684.8
653.4
619.7
586.1

40min
1325.6
1261.9
1196.0
1129.6
1061.4
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Battery Picture & Terminal Layout
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Total Height with removable cover: 364 mm

Dimension & Weight

Dimension (+ 2mm)
Height
330 mm
13.0 inch

Length Width
410 mm 175 mm
16.1 inch 6.9 inch

Typical Applications

O Telecommunications
O UPS & EPS
O Power Utility

45min - 50min  55min 1hr

659.2 6121 5772 5502
631.6 5879 556.3 532.7
6034 5628 5344 5139
5731 5359 5108 4937
5428 5089 4873 4735

45min  50min  55min 1hr
12330 11431 10709 1015.2
11751 1091.0 1024.7 9748
11152 1037.2 9769 933.1
1054.7 9825 9280 890.0
9921 9256 876.7 8443
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2hr
305.20
295.03
284.08
272.35
260.62

2hr
587.82
564.36
540.11
515.08
488.49

3hr
231.55
224.83
218.10
208.68
199.26

3hr
451.31
439.20
42710
413.64
385.39

. 22

Weight

Total Height (£ 2%)
364 mm 51.4 kg

143 inch 113.3 Ibs

O Data Center
O Solar Energy System

4hr Shr 10hr  20hr
197.08 163.02 86.10 45.07
192.38 160.33 84.75 44.39
187.67 157.64 8341 43.72
180.94 153.60 82.06 43.05
17421 14956 80.72 42.38

4hr Shr 10hr  20hr
39215 323.69 17220 90.13
384.08 319.65 169.51 88.79
375.33 314.27 166.82 87.44
365.92 308.89 164.12 86.10
349.77 304.86 16143 84.75
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