NL2-1000

2V1000Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 15 years
Nominal Capacity @ 25°C /77°F

20 hour rate 53.81At0 1.75Vp ..oceevviiiiii 1076 Ah

10 hour rate 102.57At0 1.75V .....coeovirirniinnnn 1020Ah
Internal Resistance

(Fully charged battery @ 25°C /77°F )................ 0.5mQ
Max. Discharge Current @ 25°C /77 .........ccceueee. 2500 A (5S)

Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE  iviiiiiiiciceieccce e 2.45~249V

MaX. CUITEN ... 200 A

Standby USE .....c.oovviiiiiiiiiiiicece 2.25~2.30V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell ' 10min 15min  20min  25min  30min  35min
160 | 1949.6 14882 13374 1186.7 10421 9652
165 | 1852.6 14142 12724 11306 9950 9224
170 | 1755.7 13402 12074 10745 9479 879.2
175 | 1656.6 12646 11401 10157 8975 833.0
180 | 15575 11889 10729 956.8 847.0 786.7

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min  20min ~ 25min ~ 30min  35min
1.60 | 31369 23946 22259 20572 18833 1772.7
1.65 |3026.8 23105 21384 19664 1789.2 1685.8
170 | 27955 21340 1988.2 18425 16916 1595.8
1.75 | 26237 2002.8 1868.3 1733.7 1594.1 1505.6
1.80 | 24496 1869.9 1746.6 1623.3 14949 14134

AGM Standby Use Battery > NL Series

BATTERY

aenerqy

Battery Picture & Terminal Layout
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Total Height with removable cover: 342 mm
Dimension & Weight
Dimension (+ 2mm) Weight
Length Width Height Total Height (£2%)
471 mm 171 mm 312 mm 342 mm 61.2 kg
18.5 inch 6.7 inch 12.3 inch 13.5 inch 134.9 Ibs
Typical Applications
O Telecommunications O Data Center
O UPS & EPS O Solar Energy System
O Power Utility
40min  45min  50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
8946 8240 7658 7207 6826 386.38 292.09 246.36 201.02 107.62 56.33
8559 7895 7325 687.7 650.7 363.67 283.68 24047 197.66 10594 55.49
816.7 7542 7011 6602 6272 34998 27527 23458 19430 10426 54.65
7747 7164 6675 6308 6020 33531 26350 226.18 189.25 102.58 53.81
7326 6785 633.8 6013 5768 32065 25173 217.77 184.21 10090 52.97
40min  45min = 50min  55min  1hr 2hr 3hr 4hr 5hr 10hr  20hr
1656.9 1541.2 1428.1 1332.8 12539 726.65 571.72 490.19 399.36 21525 112.67
1577.3 1468.9 1363.1 12751 12035 697.32 556.58 480.10 394.32 211.88 110.99
14949 13941 12959 12154 11514 667.01 54145 469.17 387.59 208.52 109.30
1412.0 13184 12275 11543 10976 63573 524.63 457.40 380.86 205.16 107.62
1326.8 1240.2 1156.3 1090.1 10404 60249 489.32 437.22 37582 201.79 105.94
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