NL2-3000

2V3000Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 15 years
Nominal Capacity @ 25°C /77°F

20 hour rate 161.39At0 1.75V .....coovivvirinn. 3227 Ah

10 hour rate 307.65At0 1.75V ......ceovirvrriinnne 3075 Ah
Internal Resistance

(Fully charged battery @ 25°C /77°F )................ 0.5mQ
Max. Discharge Current @ 25°C /77 .........ccceueee. 6000 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE  iviiiiiiiciceieccce e 2.45~249V

MaX. CUITEN ... 560 A

Standby USE .....c.oovviiiiiiiiiiiicece 2.25~2.30V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)
Vicell ' 10min 15min  20min  25min  30min  35min
160 | 5847.3 44636 4011.3 3559.1 3113.0 2895.0
165 | 5556.5 42416 3816.3 3391.0 29718 2766.4
170 | 52658 4019.7 3621.3 3222.8 2830.6 2636.9
175 1 4968.5 37928 3419.5 3046.3 2679.3 2498.2
180 | 4671.2 3565.8 3217.8 2869.8 2528.0 2359.5

Constant Power Discharge (Watts/cell @ 25°C /77°F)
Vicell | 10min  15min  20min  25min  30min  35min
1.60 | 94085 7182.0 6676.0 6170.0 5658.8 5316.8
1.65 | 9078.1 69299 6413.7 5897.6 5376.4 5056.2
1.70 | 83844 6400.3 5963.2 5526.1 50839 4786.3
1.75 | 7869.0 60069 56034 5199.9 47913 4515.7
1.80 | 73471 5608.4 5238.6 4868.7 4493.8 4239.1
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Battery Picture & Terminal Layout

167 1255 P%3 167
o o o o
@ O O & .-
& e & e
3 s Terminal Type: T15
167 | _[125.5 | 167 _
s T om8
696 a £\
E e e (O e
:
Dimension & Weight
Dimension (+ 2mm) Weight
Length Width Height Total Height (£2%)
696 mm 340 mm 312 mm 365 mm 185.3 kg
27.4 inch 134 inch 12.3 inch 144 inch 408.5 Ibs
Typical Applications
O Telecommunications O Data Center
O UPS & EPS O Solar Energy System
O Power Utility
45min - 50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
24713 22719 2110.7 19864 11179 88224 738.88 610.92 322.79 168.96
2368.0 2181.1 20325 1920.8 1079.7 857.02 721.23 600.84 317.74 166.44
2262.0 2087.0 1950.1 1850.2 1038.7 831.81 703.58 590.75 312.70 163.92
21486 1986.1 1861.9 17745 99470 796.50 678.36 575.62 307.66 161.39
20351 18852 17736 16989 950.72 761.20 653.14 560.49 302.61 158.87
45min  50min  55min  1hr 2hr 3hr 4hr Shr 10hr  20hr
46224 42780 3991.2 37709 21744 16953 14702 1205.8 645.58 337.92
44056 40829 3818.0 3619.6 20865 1649.9 1439.9 1190.7 63549 332.88
4181.1 38812 3639.0 3463.3 19956 1604.5 14072 11705 62540 327.83
39542 3676.1 3455.7 33019 1901.7 15541 1371.8 1150.3 61531 322.79
3719.6 3462.6 32632 31304 1802.0 14482 13113 11352 60523 317.74
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