NL2-200

2V200Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 15 years
Nominal Capacity @ 25°C /77°F

20 hour rate 10.76At0 1.75Vp ...coovviieiiinne 215 Ah

10 hour rate 20.52At0 1.75Vp ...ccovvvviiiiiinenns 205Ah
Internal Resistance

(Fully charged battery @ 25°C /77°F )................ 0.7mQ
Max. Discharge Current @ 25°C /77 ..........cocoueee. 700 A (5S)

Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE  iviiiiiiiciceieccce e 2.45~249V

MaX. CUITEN ... 40 A

Standby USE .....c.oovviiiiiiiiiiiicece 2.25~2.30V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge
3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell ' 10min 15min  20min  25min  30min  35min
160 | 3899 2977 2675 2373 2084 193.1
165 | 3705 2829 2545 2261 199.0 1845
170 | 3512 2681 2415 2149 1895 1758
175 | 3313 2529 2280 2031 1795 166.6
180 | 3115 2378 2146 1914 1694 1573

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min  20min ~ 25min ~ 30min  35min
160 | 6274 4789 4452 4114 3808 3545
165 | 6054 4621 4277 3933 3620 3372
170 | 5591 4268 397.7 3685 3425 3192
175 | 5247 4006 3737 3468 3229 301.1
180 | 4899 3740 3493 3247 3031 2827

40min
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Battery Picture & Terminal Layout

M

330

Total Height with removable cover: 364 mm

Dimension & Weight
Dimension (+ 2mm)
Width Height
111 mm 330 mm
4.4 inch 13.0 inch

Length
173 mm
6.8 inch

Total Height
364 mm
14.3 inch

Typical Applications

o Power Utility o Solar energy system

O Telecommunications

Certificates

Ce [

1hr
138.9
134.6
129.8
124.8
119.8

2hr
78.68
76.13
73.40
70.46
67.53

45min
164.8
157.9
150.8
143.3
135.7

50min
153.1
147.0
140.7
134.0
127.3

55min
1445
139.3
133.8
128.0
122.1

58.94
57.26
55.58
53.22
50.87

45min
308.2
293.8
278.8
263.7
248.0

50min
287.8
2748
261.3
2477
2334

55min
269.0
2575
2456
2333
2205

1hr
253.8
243.7
233.3
222.5
21141

2hr
149.33
143.47
137.41
131.15
124.50

3hr
114.11
111.08
108.05
104.69
97.63

4hr
98.04
96.02
93.84
91.48
87.45

Shr
82.67
81.67
80.32
78.97
77.97

Subject to revision without notice. Please contact our sales representatives for latest version.
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BATTERY

aenerqy

Terminal Type: T15

DM8

- ©22

Weight
(£2%)
13 kg
28.7 Ibs

O UPS & EPS

20hr
11.27
11.10
10.93
10.76
10.59

10hr
43.05
42.38
41.70
41.03
40.36

20hr
22.53
22.20
21.86
21,53
21.19
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Life Characteristics Of Standby Use

60 Testingconditions:floatingvoltage:2.27to2.3V/cell
Ambienttemperature: 25C(77F)
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