NL2-2000

2V2000Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  ..oooevviiiiiees 15 years
Nominal Capacity @ 25°C /77°F

20 hour rate 107.59At0 1.75V .....coovevviiinnnn. 2151 Ah

10 hour rate 205.10At0 1.75V .....ccovvirirniinnnn 2050 Ah
Internal Resistance

(Fully charged battery @ 25°C /77°F )................ 0.5mQ
Max. Discharge Current @ 25°C /77 .........ccceueee. 4000 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USE  iviiiiiiiciceieccce e 2.45~249V

MaX. CUITEN ... 375A

Standby USE .....c.oovviiiiiiiiiiiicece 2.25~2.30V
Operating Temperature Range .................c...... -30~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell ' 10min 15min  20min  25min  30min  35min
160 | 3898.2 29757 2674.2 2372.7 20774 1930.0
165 37044 28278 25442 22606 1983.3 1844.3
170 1 3510.6 2679.8 24142 21486 1889.1 1758.0
175 133123 25285 2279.7 20309 1788.3 1665.5
180 | 31141 23772 21452 19132 16874 1573.0

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min  20min ~ 25min ~ 30min  35min
1.60 | 6272.3 4788.0 4450.7 4113.3 3770.8 35445
1.65 | 6052.1 4619.9 42758 39317 35826 3370.8
1.70 | 5589.6 42669 39754 3684.0 3387.5 3190.9
1.75 | 5246.0 4004.6 37356 3466.6 31925 30104
1.80 | 4898.0 3739.0 34924 32458 29941 2826.1

Subject to revision without notice. Please contact our sales representatives for latest version.

Web: www.genergybattery.com | Email: sales@genergybattery.com

40min
1788.8
17114
1633.0
1548.9
1464.9

40min
33131
3153.9
2989.2
2823.3
2652.9

AGM Standby Use Battery > NL Series

BATTERY

aenerqy

Battery Picture & Terminal Layout
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Dimension & Weight
Dimension (+ 2mm) Weight
Length Width Height Total Height (£2%)
476 mm 337 mm 312 mm 365 mm 121.5 kg
18.7 inch 13.3 inch 12.3 inch 14.4 inch 267.9 lbs
Typical Applications
O Telecommunications ~ © Power Utility  © Solar energy system o UPS & EPS
Certificates
(€N &)
45min - 50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
16476 1518.7 14131 13344 7621 5896 4926 4009 2152 1126
15786 14582 1361.0 1290.7 7367 5728 4808 3942 2118 1110
1508.0 13955 1306.1 12436 709.3 5560 469.1 3875 2085 1093
14324 13282 12472 11932 680.0 5325 4522 3774 2051 1076
1356.7 1261.0 11884 11427 650.6 5089 4354 3673 2017 1059
45min  50min  55min  1hr 2hr 3hr 4hr 5hr 10hr  20hr
3081.6 28529 2651.8 2497.3 14405 11534 980.1 8075 4304 2253
29370 27229 25364 23964 13818 11232 9600 7974 4237 2219
27874 25884 24170 22922 13212 10929 9381 7840 4169 2186
2636.1 24516 22949 21846 1258.7 1059.3 9146 7705 4102 2152
2479.8 2309.3 2166.5 2070.3 11922 988.67 8742 7605 4035 211.8
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