
AGM Long Life Battery > NML Series

Introduction Battery Picture & Terminal Layout

   Battery Features

Terminal Type: T13

Electrical Specification

Design floating Life @ 25° C (77° F) …………………… 10 years

Nominal Capacity @ 25° C /77° F 

20 hour rate 12.11A to  1.75Vpc…………………… 236.6 Ah

10 hour rate 23.07A to  1.75Vpc …………………… 230.7 Ah

Internal Resistance

(Fully charged battery @ 25°C /77°F ) …………. 3mΩ

Max. Discharge Current @ 25°C /77°F ………….. 2300 A (5S) Dimension & Weight

Charge Methods: Constant voltage charge @ 25° C /77° F

Cycle Use ……………………………………… 14.7 ~ 14.9V

Max. Current ………………………………….. 57A 522 mm 240 mm 219 mm 224 mm 64.5 kg

Standby Use ………………………………….. 13.6 - 13.8V 20.6 inch 9.4 inch 8.6 inch 8.8 inch 142.2 lbs

Operating Temperature Range  ……………………  -30 ~ 50° C

Notes: battery voltage must be adjusted according to temperature. Typical Applications

Please refer to our recommendation. ○ Solar/Wind Energy System ○ Power Utility ○ UPS/EPS

Self-Discharge Certificates

<3% of capacity declined per month @ 25° C (77° F). 

Constant Current Discharge (Amperes @ 25°C /77°F)

V/cell 10min 15min 20min 25min 30min 35min 40min 45min 50min 55min 1hr 2hr 3hr 4hr 5hr 10hr 20hr

1.60 552.5 421.7 366.0 310.2 265.5 238.3 222.2 206.1 190.6 179.3 170.6 91.49 66.17 55.18 45.93 24.11 12.18

1.65 524.6 400.5 347.8 295.2 253.6 227.6 212.6 197.6 183.1 172.9 165.3 88.39 63.66 52.99 44.05 23.53 11.94

1.70 502.9 383.9 334.1 284.3 245.5 220.0 205.6 191.2 177.3 167.7 160.7 85.72 62.19 51.74 43.02 23.30 11.94

1.75 479.7 366.2 319.2 272.2 236.2 211.7 198.3 184.8 171.9 163.3 157.3 83.72 60.83 50.61 42.12 23.08 11.83

1.80 455.0 347.3 303.5 259.7 227.0 203.2 190.6 177.9 165.8 157.9 152.7 81.06 59.35 49.36 41.10 22.70 11.72

Constant Power Discharge (Watts/cell @ 25°C /77°F)

V/cell 10min 15min 20min 25min 30min 35min 40min 45min 50min 55min 1hr 2hr 3hr 4hr 5hr 10hr 20hr

1.60 959.5 732.4 644.6 556.7 481.2 437.7 406.6 375.5 345.1 320.2 300.0 164.57 120.38 102.23 84.80 47.18 24.89

1.65 925.4 706.4 623.0 539.5 468.4 426.2 396.2 366.3 337.0 313.3 294.3 161.23 119.24 101.10 83.67 46.72 24.89

1.70 889.8 679.3 599.8 520.4 453.3 412.6 384.2 355.9 328.2 306.0 288.5 157.90 116.97 99.34 82.42 45.81 24.55

1.75 851.1 649.7 574.7 499.7 437.1 397.9 371.1 344.3 318.2 297.6 281.6 153.90 113.57 96.90 80.95 45.47 24.11

1.80 809.4 617.8 547.7 477.5 419.7 382.1 356.8 331.6 307.0 288.0 273.6 149.23 110.51 94.46 79.13 45.02 23.88

Subject to revision without notice. Please contact our sales representatives for latest version.
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NM12-230L

Genergy NML (Long life) Series is designed for solar and

renewable energy system. The series is featured of its long

service life. It is widely used in solar and wind power

system, UPS and power utility.

Weight

(±  2%)

○ Increase durability and deep cycle ability

for heavy demand applications

○ Low self-discharge

○ Fully tank formed plates

○ Gelled electrolyte

○ Spill proof / leak proof

○ Multi-position usage

○ ABS case and cover VO upon request

○ Very high purity lead

12V 230Ah / 10hr rate

Dimension (±  2mm)

Length Width Height Total Height
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