NL2-1500

2V1500Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in
Telecoms, Power Utility, Renewables, UPS/EPS, and
medical equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification
Design floating Life @ 25°C (77°F)
Nominal Capacity @ 25°C /77°F

20 hour rate 80.72A to 1.75Vp

10 hour rate 153.86A to 1.75V
Internal Resistance

(Fully charged battery @ 25°C /77°F )................
Max. Discharge Current @ 25°C /77¢ 3000 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

15 years

1614 Ah
1538 Ah

Cycle USE  iviiiiiiiciceieccce e 2.45~249V
Max. Curren ....
Standby USE .......oooiiiiiiiiiiiiiiccc 2.25~2.30V

Operating Temperature Range -30 ~50°C

Notes: battery voltage must be adjusted according to temperature.

Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell | 10min  15min  20min  25min  30min  35min
1.60 | 29244 22323 2006.2 1780.0 1560.0 1447.9
1.65 | 2779.0 2121.3 19086 16959 14894 13835
1.70 | 26336 20104 1811.1 1611.8 14188 1318.8
1.75 | 24849 18969 17102 15235 13431 12494
1.80 | 2336.2 17833 1609.3 14353 12674 1180.1

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min  15min  20min  25min  30min  35min
1.60 | 47054 35919 33388 30858 2827.6 2659.0
1.65 | 4540.2 3465.8 3207.7 29495 2686.3 2528.7
1.70 | 41932 32009 29823 2763.7 2540.0 2393.8
1.75 | 39355 3004.2 28024 2600.6 2393.7 22584
1.80 | 36744 28049 2619.9 24350 22449 2120.1

40min
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Battery Picture & Terminal Layout
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Total Height with removable cover: 342 mm
Dimension & Weight
Dimension (+ 2mm) Weight
Length Width Height Total Height (£2%)
355 mm 337 mm 312 mm 342 mm 91.7 kg
14.0 inch 13.3 inch 12.3 inch 13,5 inch 202.2 Ibs
Typical Applications
O Telecommunications ~ © Power Utility o Solar energy system O UPS & EPS
Certificates
(€N
45min  50min  55min  1hr 2hr 3hr 4hr 5hr 10hr  20hr
1236.0 11424 10721 10287 5843 4384 3695 3060 1614 84.50
1184.3 1097.0 1033.0 9959 5652 4258 360.7 301.0 1589 83.24
1131.3 10500 9918 9606 5447 4132 3519 2959 1564 81.98
10745 999.5 9477 9227 5227 3956 3393 2884 1539 80.72
1017.8 9491 9035 8849 5007 3779 3267 2808 1513 79.46
45min  50min  55min 1hr 2hr 3hr 4hr 5hr 10hr  20hr
2311.8 21409 19976 18809 1093.7 8527 7353 5985 3229 169.0
2203.3 2043.3 1911.0 18052 1049.7 8300 7201 5910 3178 166.5
20911 19424 18215 1727.0 1004.3 807.3 703.8 5809 3128 164.0
19776 18399 1729.8 16463 957.34 7821 686.1 570.8 307.7 1614
1860.3 1733.1 1633.6 15606 90748 729.1 6558 563.2 3027 1589
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