NL2-600

2V600Ah / 10hr rate

Introduction

Genergy NL (2V) series is designed for standby use with
15-year design life in float service. The series battery is
featured of high consistency, excellent performance and
reliable standby service life. It is widely applied in Telecoms,
Power Utility, Renewables, UPS/EPS, and medical
equipment.

Key Features
OValve regulated maximum internal pressure 2.5 PSI
O Increase durability and deep cycle ability for heavy
demand applications
O Low self-discharge
O Fully tank formed plates
OLow inpurity electrolyte
O Spill proof / leak proof
O Multi-position usage
OABS case and cover VO upon request
OVery high purity lead

Electrical Specification

Design floating Life @ 25°C (7T7°F)  .ooooiiiiiiiii 15 years
Nominal Capacity @ 25°C /77°F

20 hourrate 32.32At0 1.75VpPC ..coovvvviiiiiiiiienne 646 Ah

10 hour rate 61.61At0 1.75VpC ....ooovvivviiiiinne 616Ah
Internal Resistance

(Fully charged battery @ 25°C [7T7°F ) ...cceevveee. 0.6 mQ
Max. Discharge Current @ 25°C /77°F ........ccceeveee. 2000 A (5S)
Charge Methods: Constant voltage charge @ 25°C /77°F

Cycle USe oo 2.45~249V

Max. CUITENE ... 120 A

Standby USe ......oovveiiiiiiiiieieen 2.25~2.30V
Operating Temperature Range ..............cccc.c.... -30 ~50°C

Notes: battery voltage must be adjusted according to temperature.
Please refer to our recommendation.
Self-Discharge

3% of capacity declined per month @ 25°C (77°F).

Constant Current Discharge (Amperes @ 25°C /77°F)

Vicell | 10min  15min ~ 20min ~ 25min  30min  35min
160 | 11709 8939 8033 7127 6284 5797
165 | 11127 8494 7642 6791 6001 554.0
170 | 10545 8050 7252 6454 5718 528.1
175 | 9950 7595 684.8 6100 5415 5003
180 | 9354 7141 6444 5747 5112 4725

Constant Power Discharge (Watts/cell @ 25°C /77°F)

Vicell | 10min ~ 15min ~ 20min ~ 25min  30min  35min
160 | 18841 14382 13369 12356 1129.1 1064.7
165 | 18179 1387.7 12844 1181.0 10726 10125
170 | 1679.0 12817 11942 1106.6 10140 9585
175 | 15758 12029 11221 10413 9554 904.3
180 | 14713 11231 10491 9750 8958 8489
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Battery Picture & Terminal Layout

330

Total Height with removable cover: 364 mm

Dimension & Weight

BATTERY

aenerqy

Terminal Type: T15

Dimension (+ 2mm) Weight
Length Width Height Total Height (+2%)
302 mm 175 mm 330 mm 364 mm 36.5 kg
11.9 inch 6.9 inch 13.0 inch 14.3 inch 80.5 Ibs
Typical Applications
O Telecommunications ~ © Power Utility o Solar energy system o UPS & EPS
Certificates
(€N
60896-21722 /
45min - 50min  55min 1hr 2hr 3hr 4hr Shr 10hr  20hr
4949 4609 4311 4081 2342 1762 1480 1211 64.64 3384
4742 4427 4154 3950 2266 1712 1444 1191 63.63 33.33
453.0 4238 3989 3809 2184 1661 1409 1171 62.62 3283
4303 4036 3812 3657 2096 1590 1358 1141 61.61 3232
4075 3834 3636 3506 2008 1520 1308 1110 60.60 31.82
45min  50min  55min  1hr 2hr 3hr 4hr 5hr 10hr  20hr
9257 8588 8047 7571 4494 3453 2944 2383 1293 67.67
8822 8198 770.0 7268 4318 3362 2884 2352 1273 66.66
837.3 7794 7342 6955 4136 3271 2818 2312 1252 6565
7918 7383 6975 6632 3948 317.0 2747 2271 1232 64.64
7449 6956 6589 628.8 3748 2958 2626 2241 1212 63.63
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